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ALUMINIUM COMPOSITE PANELS
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CWFT - 007 Glint Gold CWFT - 020 Jade Silver CWFT - 013 Black Shining Silver

CWFT -631 Light blue CWFT - 980 China Red CWFT -1094 Orange

CWFT - 635 Deep Blue CWFT - 619 Green CWFT - 021 Black

€ 565 @mm & o 0)

PSB TEST




|]J| CladWall

VQA "‘N]

— = - -

CWFT - 982 Light Grey s CWFT - 008 Dark Grey CWFT-002 Gloss Black

ALUMINIUM COMPOSITE PANELS

CWFT-005Gloss Yellow CWFT-072 Gloss Ivory CWFT-009 Gloss Orange
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CWFT-015Long Wire Brush CWFT-133CAntique bronze CWFT-4005C Flaxen

CWFT-0154 Brown CWFT-7529C Cream Grey CWFT-4269C Light tan

*Note—Please reference back page
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NOTE:

A slight colour variation may occur between different coatings as polyester (PE) and PVDF coating. For
specific colour match, please request actual colour samples.

Color variations may occur between different production batches. It is recommended to place the total
requirement for a project in one order to ensure consistency for colours.

To avoid possible reflection differences, it is recommended to install the panels in the same direction
which is marked on the protective film to aid this action. We advise to remove the protective film within
45 days of installation.

ACP STRUCTURE SPECIFICATIONS

» Protective Film = 1220 (Width) * 2440 (Length) * 3mm /4mm

¥ Clear Coating PvDF . .

> Top Coating PVDF = 1220 (Width) * 3800 (Length) * 4mm /5mm / 6mm

» Primer = 1500 (Width) * Any length * 4mm / 5mm

» Chromate treatment .
Aluminium Skin = 900/915 (Width) * Any length * 3mm / 4mm
Bounding lamination layer
Polyethylene core or

= No-combustible filled core FINISHES

Bounding lamination layer PVDF [ PE COATING
Ch te treat t
. SINGLE/ DOUBLE SIDE COATING
Aluminium Skin
Service Coating or Mill Finish ~ FIRE RESISTANCE ALSO AVAILABLE
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